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device is carried in a case for portability.
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1
ELECTRIC DEVICE FOR PRODUCING
SUCCESSIVE POSITIVE AND NEGATIVE
ELECTRIC CHARGES

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to treating bodily disorders
and ailments, and particularly to an electric device for pro-
ducing successive positive and negative electric charges for
treating and fostering the healing of bodily disorders.

2. Description of the Related Art

Bio-electric stimulation therapy or electrotherapy is the
use of electrical energy as a medical treatment. In medicine,
the term electrotherapy can apply to a variety of treatments,
including the use of such electrical devices as deep brain
stimulators for neurological disease. The term has also been
applied specifically to the use of electric current to speed
wound healing. Additionally, the term “electrotherapy” or
“electromagnetic therapy” has also been applied to a range of
alternative medical devices and treatments. Most electro-
therapy devices use at least a pair of electrodes attached to the
body in order to pass a charge or current through the body.
These devices require electrodes to be attached to the body,
generally with some sort of conductive adhesive in the form
of'pads, etc., to be adhered to the body, which become unduly
sticky, and can cause harm if not applied properly.

Thus, an electric device for producing successive, positive
and negative electric charge pulses solving the aforemen-
tioned problems of stickiness, and harmful currents is
desired.

SUMMARY OF THE INVENTION

The electric device for producing successive positive and
negative electric charges in small amounts to a patient to treat
ailments of the body has an electrical pulse generator alter-
nating between positive and negative pulses with relatively
small currents. The potential alternates between positive and
negative, and the small current is applied, in the form of
sparks, to a body under treatment. A cup-shaped electrode is
mounted in the distal end of a handle for application to the
body. The treatment device is carried in a case for portability.

These and other features of the present invention will
become readily apparent upon further review of the following
specification and drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is an environmental perspective view of an electric
device for producing successive positive and negative electric
charges according to the present invention, shown packed in
a carrying case for transport.

FIG. 2 is a perspective view of the electric device for
producing successive positive and negative electric charges
according to the present invention.

FIG. 3 is a side view in section of the handle of the electric
device for producing successive positive and negative electric
charges according to the present invention.

Similar reference characters denote corresponding fea-
tures consistently throughout the attached drawings.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

The electric device for producing successive positive and
negative electric charges is a device for the treatment of
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ailments within the body. The charges typically interact with
the positive and negative charged ions in the body, mainly the
blood, causing the gathering of these ions in order for the
body to naturally address them, thereby promoting the heal-
ing of the ailments affecting the body.

Referring to FIG. 1, the device 10 is compact and portable,
whereby it may be transported in a carrying case 12, such as
a briefcase or suitcase. The case 12 assures that the practitio-
ner has the unit available at a moment’s notice if a patient is
requiring treatment immediately. Within the case 12 are the
device 10 that produces the successive, positive and negative
electric charges, the power supply plug 14 and cord 16, and
the administering handheld unit 20 and cable 22.

The device 10 includes a label 50 carrying indicia describ-
ing the operational use of, safety precautions, and warnings
for the unit. As seen in FIGS. 1 and 2, the device 10 has
connector 18 for the cord 16 of the power supply plug 14. The
end of the cord 16 connects to the internal circuitry of the
device 10 via the connector 18. An ON/OFF switch 36 is
electrically connected internally of the device 10 to the cord
16. The ON/OFF switch 36 is selectively used to provide
power to the device 10 via power supply plug 14 and cord 16.
Also, a fuse 32 is provided for preventing any undue currents
or voltages received from an ordinary outlet to damage the
device 10.

The handheld unit 20 is connected to the device 10 via cord
22. The end of cord 22 connects to connector 24 of device 10.
Also, another fuse 34 is electrically connected to the connec-
tor 24 for protecting the patient receiving treatments from
being inadvertently shocked via any current or voltage surge
from a power source via the power supply plug 14 and cord
16. In addition, an output control knob 30 is provided on the
device 10 for regulating the intensity of the pulses presented
to the patient at the handheld unit 20. The device 10 has a
circuit for generating successive positive and negative elec-
trical pulses. The amplitude or intensity of the generated
pulses is controlled by the knob 36. The device 10 uses a
thyristor-based pulse generator circuit, which are well known
in the art. Such circuits are described in Canadian patent
number CA 2228717, published March 1997, and in U.S. Pat.
No. 7,343,203, issued to Reinhold, both of which are hereby
incorporated by reference in their entirety. The device 10
includes a transducer in the form of the handheld unit 20,
which conveys the alternating pulses to the person in need of
treatment.

Referring to FIG. 3, the details of the handheld unit are
described via the cross-sectioned illustration. The handheld
unit has an insulated, ergonomic handle 40. The handle 40
holds a conductive cup 35 at a distal end. The conductive cup
35 may be formed from copper, or another suitable conduc-
tive medium. The cup releases the successive, positive and
negative electric charges to the patient when the distal end is
placed adjacent to the skin surface of the patient. The con-
ductive cup 35 is coupled to a connector plate 48. The con-
nector plate 48 transfers the successive positive and negative
electric charges from a pair of helically coiled copper elec-
trodes forming a coil 28 inside the insulated handle 40.

The cord 22 from the device 10 terminates at the electrode
pair 28 within the handheld unit 20. The purpose of the
electrode pair in the coil 28 is to provide a self-balancing of
the generated pulses as they are delivered to the patient. The
ends of the coil wire pair 28, opposite the cord 22, are sepa-
rately connected to the connector plate 48 at contact points 44
and 46. The contact points 44 and 46, due to the application of
the successive positive and negative electric charges from the
device 10 via the cord 22 to the handheld unit 20, provide a
charge-coupling effect to the conductive cup 42. This func-
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tion thereby delivers the charges to the conductive cup 42,
which thereby attracts the ions of the patient when the cup 42
is in close proximity to the skin surface of the patient.

It is to be understood that the present invention is not
limited to the embodiments described above, but encom-
passes any and all embodiments within the scope of the fol-
lowing claims.

I claim:

1. An electric device for producing successive positive and

negative electric charges, comprising:

a thyristor-based pulse generator circuit for generating a
plurality of successive positive and negative electrical
pulses;

a handheld transducer connected to the pulse generator
circuit, the handheld transducer having a distal end, the
transducer delivering the generated plurality of succes-
sive positive and negative pulses to the distal end;
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wherein, when handheld unit is brought into contact with a
patient at a localized area to be treated, the plurality of
successive positive and negative charge pulses are deliv-
ered to the patient;

a conductive cup in the distal end of said handheld trans-
ducer, the conductive cup delivering the plurality of
successive positive and negative charge pulses;

a coil electrically connected to the conductive cup and the
pulse generator circuit, the coil being disposed within
the handheld electrotherapeutic device; and

insulation surrounding the cup and the coil.

2. The electric device according to claim 1, further com-

prising:

a carrying case for storing and transporting the handheld
unit transducer and said pulse generator circuit; and
means for providing electrical power to said circuit.
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